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SUMMARY

This paper offers draft text for introducing the terms “ Trg ectory Change Point (TCP)”
and “ Trgectory Change Report (TCR).”
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Trajectory Change Intent (Current and Future)

Track extrapolations based on the use of intent data aone are increasingly inaccurate as
look-ahead times are increased. The state vector can be augmented with trgjectory
change points (i.e., intent information) for applications on the receiving A/V or ATSto:

a) support stable separation predictions for long look-ahead times, and in monitoring
required operational separations and

b) re-plan flight paths when necessary to resolve detected conflicts (deconfliction) while
minimizing deviations from planned flight trgjectories.

The ADSB system shall (R2.30) provide the capability to exchange Tragectory Change
Point (TCP) and Trajectory Change Point + 1 (TCP+1) data defined below. ADSB
transmissions shall (r2.31) indicate the ability of the transmitting participant to engage in
path monitoring and/or de-confliction operations. The transmitting A/V shall (R2.32)
aso indicate its capability to use intent information received from other participants.

For certain pairwise operations, an addressed crossink may be used externa to the ADS
B system.
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CurrentTratectory-Change Poirt(FSRTCP and TCR Concepts

The FSP-Current Trajectory Change Point (TCP+0) from the transmitting aircraft is
defined as the point in three-dimensional space where the current operationa trgjectory is
planned to change. Likewise, subsequent Trajectory Change Points (TCP+1, TCP+2, and
TCP) are points in three-dimensiona space where the aircraft’ s trgjectory is planned to
change at later times. Theterm “TCP” is used in this document to mean either the
current trajectory change point (TCP+0) or trajectory change points in general (TCP+0,
TCP+1, TCP+2, or TCP+3).

Each trajectory change point (TCP+0, TCP+1, TCP+2, TCP+3) isdescribed in a
Trajectory Change Report (TCR). The TCR may describe the TCP as a unique point in
three dimensional space (latitude, longitude, and dtitude). More generdly, however, the
TCR ligts conditions which, when satisfied, cause equipment on board the transmitting
aircraft to recognize that it has reached the TCP.

Figures 2.2.3.2.1.1-A, -B, and -C illustrate severa ways in which TCPs might be
described in TCRs. In Figure 2.2.3.2.1.1-A, The TCR specifies the TCP' s latitude,
longitude, and altitude, thereby defining the TCP as a particular point in three-
dimensional space.

Plane of constant longitude, Plane of constant latitude,
Long = Long_TCP Lat = Lat_TCP

TCP specified by
(Lat_TCP, Lon_TCP, Alt_TCP)

Plane of constant altitude,
Alt = Alt_TCP

Figure2.2.3.2.1.1-A: TCP Defined by L atitude, L ongitude, and Altitude.
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In Figure 2.2.3.2.1.1-B, the TCP’ s |atitude and longitude are known, but its dtitude is |eft
unspecified. The TCR that describes this TCP will include values for the parameters
Lat TCPand Lon TCP, but not for Alt TCP. Equipment on board the transmitting
aircraft will know that it has reached the TCP when the own-ship latitude and longitude
are sufficiently close to the specified Lat TCP and Lon TCP values.
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Figure2.2.3.2.1.1-B: TCP Defined by Latitude and L ongitude.

Another way that a TCP might be described in a TCR is as the intersection of the current
arcraft’ s trajectory (as defined in the SV report) with a plane along which the aircraft
would fly when approaching a subsequent TCP by flying a specified course. That is, the
current trajectory change point (TCP+0) might be the point where the aircraft’ s trajectory
will change so as to approach the TCP+1 by flying along a specified course. (The TCP+1
would be a“CF’ or “Course to Fix” waypoint). Figure 2.2.3.2.1.1-C illustrates this. In
this case, the TCR would describe the current TCP (TCP + 0) in terms of the latitude and
longitude, not of the TCP, but of the TCP+1, together with the course angle along which
arcraft is to approach the TCP+1.
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TCP+1 has aspecified

latitude and longitude but
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TCP+1

nota specified altitude.

TCP lies somewhere on a plane that
passes through the TCP+1 and has a

specified orientation: the course to the

TCP+1fix.

TCP lies where the current trajectory specified by

the position and velocity in the SV report

intersects the plane of specified couse to the

TCP+1 "course to fix" waypoint
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velocity as specifed in the SV

(State Vector) report.

Figure2.2.3.2.1.1-C: TCP Defined by SV and Course to Fix Waypoint.

2.2.3.2.1.2 TCR Elements

A Traectory Change Report (TCR) contains e ements that what is known about a
particular TCP's location, together other parameters. The parameters that are required in
the TCR that describes a particular TCP are;

The TCP Type — Horizontal and TCP Type— Vertical. These TCR dements
tell how the horizontal and vertical position eements of the TCR areto be
interpreted.

The TimeTo Go (TTG) until the aircraft reachesthe TCP. Thisdement is
required so that the various TCPs that are currently defined can be placed in a
time sequence: TCP, TCP+1, TCP+2, TCP+3.

Command/Planned Hags for the horizontd and vertica dements of the TCR.
(See section 7?7? below.)

Data Avallable Hags for the horizonta and vertical € ements of the TCR.
(See section 77? below.)

The parameters that describe the TCP location might be:
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Latitude of TCP (WGS-84), if known

Longitude of TCP (WGS-84), if known
Altitude of TCP, if known

Other parameters describing a TCP that may be included inthe TCR for that TCP
areémessared%aeleer—ﬂmht—lwel—)

E \ ot I | noint
The course or track angle that the aircraft will follow when approaching the
the TCP

The course or track angle that the aircraft will follow when departing from the
TCP

The radius of the turn that the aircraft will make on approaching or departing
from the TCP.

The FSP-TCR required received update rate may be lower than for the state vector. The
rate shall (R2.33) be sufficient to ensure continuous positive assessment by the receiving
arcraft at least 2 minutes (5 minutes within the range limitations specified in Table 2-3)
prior to reaching closes point of approach for class A2 (A3) equipage. In the event of an
immediate trgjectory change generated via the RNav, new TCP information should be
issued immediately.

The augmentation data should be provided as data transmitted indicating planned changes
in trgectory. These indications should be provided as TCP information and TCP+1

mformatlon described below %d&&lspeqlawed-enly—nem-pamekpaqtsmteqdmg

TCP+1 should be used to convey mformatlon operatl onaily sgnlflcant to separation and
conflict management. Points constructed by RNav equipment to generate curvilinear
paths (e.g., curved transitions between flight legs) should not be conveyed as TCP
information.

System designs should be flexible enough to support parameters that might not be
availade from all ADSB participating A/Vs. Information acquisition of intent
information is provided in Appendix L.
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